Date:  03/16/06
Study Tips

Lead Refresher:  Risk Assessment
1.

What should a final report from a completed risk assessment  include?
2.

During a visual examination, the risk assessor should rate paint conditions on building 

components using what method?
3.

What items should Interim Control measures include?
4.

Identify an example of a substrate defect that can cause paint failure.
5.

What must take place if the results of a lead hazard screen exceed the criteria 


established by EPA?
6.

Lead-based paint hazard controls generally fall into what two categories?

7.

What are acceptable abatement techniques?
8.

What information should a risk assessor collect before conducting a risk assessment?
9.

What information is used to select "worse-case" units for sampling in a risk 


assessment?

  10.

Do you know the EPA clearance criteria for dust wipe sampling of settled dust?
11.

When performing an EBL, do you know what an investigator may test in addition to 

the usually tests for a risk assessment?
12.

What areas would be a candidate for soil sampling during a risk assessment?
      13.  
When providing LBP Hazard Control Options to the property owner, what concerns 

              
should the Risk Assessor take into account?

14.

What constitutes failing the reevaluation protocol acceptance criteria for ongoing 


monitoring?
15. 
For "Ongoing Monitoring" how often should visual surveys be conducted by the

owner, according to the HUD Guidelines?

16. 
In the review of previously conducted XRF testing, the risk assessor should take what 
into consideration?
17.  
What type of environmental sampling is optional in risk assessment?

18. 
Where should laboratory samples for dust wipes and soil should be sent?
19.  
List the three methods of unit selection?

20. 
Can you state the EPA criteria for lead in bare soil in a child’s play area in ppm?
21. 
What should be present in LBP Management Program for multi-family rental units?
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